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Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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Indian Standard ( Reaffirmed 2002 ) 

SPECIFICATION FOR 
TEE COUPLING ASSEMBLIES FOR 
OIL-HYDRAULIC SYSTEMS 



1. Scope — Specifies the dimensions and other requirements for tee coupling assemblies used in 
oil-hydraulic systems. 

2. Types 

2.1 Type A — Covers the assembly for taper male stud tee bodies for sizes up to and including 18 mm. 

2.2 Type B — Covers the assembly for male stud tee bodies for sizes above 18 mm. 

2.3 Type C — Covers the assembly for equal tee bodies. 

3. Dimensions — Shall be as given in Table 1. 

4. Assembly Details 

4.1 A taper male stud tee coupling assembly consists of ferrules (conforming to IS : 8802-1978 
'Specification for ferrules for oil hydraulic coupling'), coupling nut (conforming to IS : 8803-1978 
'Specification for coupling nuts for oil-hydraulic couplings') and taper male stud tee body [conforming 
to IS : 9724-1981 Specification for taper male stud tee body for oil-hydraulic couplings, Part I Made 
from forgings or Part II Made from bar stock as agreed to between the user and the manufacturer ]. 

4.2 Type B — A male stud tee coupling assembly consists of ferrules ( conforming to IS : 8802-1 978 ), 
coupling nut (conforming to IS : 8803-1978) and male stud tee body [conforming to IS : 9725 
Specification for male stud tee body (stud branch) for oil-hydraulic couplings, Part I Made from 
forgings 06 Part II Made from bar stock as agreed to between the user and the manufacturer ]. 

4.3 Type C — An equal tee coupling assembly consists of ferrules (conforming to IS : 8802-1978 ) 
coupling nut (conforming to : IS : 8803-1978) and equal tee body (conforming to IS : 9389-1979 
'Specification for equal tee body for oil-hydraulic couplings, Part I Made from forging or Part II 
Made from bar stock' as agreed to between the user and the manufacturer). 

5. General Requirements — For details not covered in this standard, reference shall be made to 
IS : 8805 (Part I )-1 978 'General requirements for ferrule type couplings used in oil hydraulic 
systems, Part I General'. 

6. Designation — A tee coupling assembly of Type A of light series L for outside diameter of 
tube 6 mm and conforming to this standard shall be designated as: 

Tee Coupling AL6 IS : 9767 



EXPLAN ATO R Y NOTE 
In the preparation of this standard assistance has been derived from the following standards: 

BS 4368 Specification for carbon and stainless steel compression couplings for tubes: 

Part 1 : 1 972 Heavy series ( metric ) 

Part 3 : 1974 Light series (metric). British Standards Institution (BSI). 

DIN 2353-1966 Non-soldered taper-bush type pipe unions; complete unions and survey. 
Deutsches Institut fur Normung ( DIN ). 
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TAPER MALE STUD TEE BODY 
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FERRULE 



FOR OUTSIDE DIAMETER UP TO 18 
TYPE A TAPER MALE STUD TEE BODY 




MALE STUD 
TEE BODY 

SEALING WASHER/S^s 
(IF PROVIDED) NVV 



FERRULE 
COUPLING NUT 



FOR OUTSIDE DIAMETER ABOVE 18 
TYPE B MALE STUD TEE ASSEMBLY 




EQUAL TEE BODY 



FERRULE 
COUPLING NUT 



TYPE C EQUAL TEE ASSEMBLY 
Note — Figures illustrate only the forged version. 
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TABLE 1 DIMENSIONS FOR TEE COUPLING ASSEMBLIES 

( Clause 3 ) 

All dimensions in millimetres. 



Series 


Outside 
Diaof 
Tube 


Thread Size 


/«t 


h 


•it 


e 2 


♦Size of 
Sealing 
Washer 


D* 


o x 


Type A 


Type B 


IS : 554 


IS: 2643 




4 


i ... 
R1/8 


— 


21 


11*0 


12*0 


— 


_ 




6 


R1/8 


— 


27 


12-0 


15*0 


— 


— 




8 


R1/4 


— 


29 


14'0 


18*0 


— 


— 




10 


R 1/4 


— 


30 


150 


19*0 


— 


— 


Light 

L 


12 


R3/8 


- 


32 


17'0 


20'0 


— 


— 


15 


R1/2 


— 


36 


2T0 


24*0 


— 


— 




18 


R1/2 


— 


40 


235 


26*5 


— 


— 




22 


— 


G3/4 


44 


27'5 


— 


26 


27x32 




28 


— 


G1 


47 


30*5 


— 


30 


33x39 




35 


— . 


G 1 1/4 


56 


34*5 


— 


34 


42x49 




42 


— 


G 1 1/2 


63 


40*0 


— 


39 


48x55 




6 


R1/4 


— 


31 


16-0 


18*0 


_ 


— 




8 


R1/4 


— 


32 


170 


190 


— 


— 




10 


R3/8 


— 


34 


175 


200 


— 


— 




12 


R3/8 


— 


38 


21*5 


20*0 


— 


— 


Heavy 
H 


14 


R1/2 


— 


40 


22-0 


22*5 


— 


— 




16 


R1/2 


— 


43 


24*5 


22-5 


— 


— 




20 


— 


G3/4 


48 


26*5 


— 


26 


27x32 




25 


— ' 


G1 


54 


30*0 


— 


30 


33x39 




30 


— 


G 1 1/4 


62 


35*5 


- 


34 


42x49 




38 


— 


G1 1/2 


72 


41 


— 


39 


48x55 



♦Sealing washers shall conform to IS : 3175-1974 'Specification for sealing washers for pipe unions ( first revision )'. 
fDimensions /„ and ej are approximate and are in tightened condition. 

Note— In the case of Type B assembly, the stud end details are as per Type A of IS : 8805( Part I )-1 978. Type B 
assembly, having Type B stud end may be supplied, If specified. The Designation shall then be — for example : 

Tee Coupling BL22 IS: 9767 B 
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